
Accessories 

Model 100 
M A T C H I N G T R A I 

M O D E L . TOO 
50 TO 300 OHM 

WATCHING TRANSFORMER 
1 TO 1 VOLTAGE RATIO 

The Model 100 Matching Transformer, designed for use 
from 54 MHz to 216 MHz, converts a 5012 unbalanced 
signal generator output to 30012 balanced. Voltage transfer 
ratio is 1:1 ± 10%, retaining signal generator calibration 
into a 30012 load. 5012 input connector is BNC receptacle. 
Detachable 30012 output plug is wired with 12" of twin 
lead terminated in spade lugs. 

Price: Model 100, $38.00 

Additional unwired 30012 plugs, stock number 421-1677, 
$1.50 each. 

5012 RG58C/U cable terminated with 
a BNC plug at each end. Four feet long. 

Price: stk. no. 310-1040, $5.00 each. 

Adapter, BNC receptacle to 
banana plugs on 3/4" centers. 

Price: stk. no. 380-1010, $4.25 each. 

Adapter, BNC receptacle to phono plug. 

Price: stk. no. 380-1020, $4.75 each. 

Recommended kit for use with the 1000A FM Alignment Generator: 

1 ea. Model 100 Matching Transformer 
2 ea. 421-1677 unwired 30012 Plugs 
4ea. 310-1040 Cables 
2 ea. 380-1010 Adapters 
1 ea. 380-1020 Adapter 

Price: Kit stk. no. 381-1000, $68.00 
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